Abstract: Zinc oxide (ZnO) is a potential candidate material for optoelectronic applications, especially for blue to ultraviolet light emitting devices, due to its fundamental advantages, such as direct wide band gap of 3.37 eV, large exciton binding energy of 60 meV, and high optical gain of 320 cm −1 at room temperature. Its luminescent properties have been intensively investigated for samples, in the form of bulk, thin film, or nanostructure, prepared by various methods and doped with different impurities. In this paper, we first review briefly the recent progress in this field. Then a comprehensive summary of the research carried out in our laboratory on ZnO preparation and its luminescent properties, will be presented, in which the involved samples include ZnO films and nanorods prepared with different methods and doped with n-type or p-type impurities. The results of ZnO based LEDs will also be discussed.
Introduction
Zinc oxide (ZnO) based materials are potential candidates for optoelectronic applications, especially for blue to ultraviolet light emitting devices, due to its fundamental advantages, such as direct wide band gap 3.37 eV, large exciton binding energy 60 meV, and high optical gain 320 cm In terms of the ZnO related investigations, we can say that great progress has been achieved, but there are still some obstacles to be overcome for realizing its wide optoelectronic applications, which remains a hot research direction. Large numbers of researchers are steadily working to explore this potential and promising field, and thousands of research papers are published each year. It is noted that various aspects of the investigation have been reviewed, such as in the comprehensive review papers [1, 2] . In this paper, instead of a comprehensive review, we will emphasize the recent progress in a few selected topics we are interested in. For each topic, recent progress will be briefly reviewed and then the research activity conducted in our lab will be introduced in detail.
This paper is arranged as follows. Section 2 is devoted to the progress in ZnO material preparation methods, especially the vapor cooling condensation method newly developed in our lab. Section 3 comments on the recent progress in the investigation on the luminescence of native defects, a widely observed phenomenon in various ZnO materials. The theoretical study of unintentional n-type conductivity is reviewed in Section 4. The exploration on p-type ZnO carried out in our lab is introduced in Section 5. The research of nanostructured ZnO materials, both on their preparation and properties, are summarized in Section 6. In Section 7, after a brief review, the recent progress in the research of ZnO based light emitting diodes conducted in our laboratory is presented, followed by a short summary in Section 8.
Preparation Methods of ZnO Films
Growth of bulk ZnO crystals is mainly carried out by hydrothermal [3] [4] [5] [6] , vapor-phase [7] [8] [9] , and melt growth [10, 11] methods. However, the deposition of ZnO thin films has attracted more attention due to its application in optoelectronics and sensor devices. Many different techniques such as sputtering (dc sputtering, rf sputtering, and reactive sputtering) [12] [13] [14] [15] [16] [17] [18] [19] [20] , pulsed laser deposition (PLD) [21, 22] , molecular beam epitaxy (MBE) [23] [24] [25] [26] , chemical vapor deposition (CVD) (including metal organic chemical vapor deposition ) [27] [28] [29] [30] [31] , aqueous solution growth [32] , spray pyrolysis [3, 34] , sol-gel method [35] [36] [37] [38] and vapor cooling condensation method [39] have been used in the preparation of ZnO thin films as well as nanostructured ZnO.
Rf sputtering is one of the most popular growth techniques for ZnO thin films. Although the earlier sputtered materials were polycrystalline or even amorphous, some research [16] has reported the high-quality single-crystal ZnO films deposited on sapphire (0001) by rf magnetron sputtering. They found that a high substrate temperature was essential to improve the crystal structure, but rf power had to be adjusted for the appropriate growth rate. We have extensively investigated the relationship between the crystal structure, doping concentration and properties of the sputtered films and the sputtering conditions [18] [19] [20] . Figure 1 shows a schematic of the rf magnetron co-sputtering system used in our lab. In this system [40] , a dual rf power supply with synchronized phase is employed to control the rf power at the ZnO target and the dopant target, respectively. The substrate holder is rotating during the deposition to improve the uniformity of the thickness and the doping content of the deposited films. The substrate holder temperature can be controlled too. Figure 2 shows the FE-SEM images of (a) undoped ZnO film and co-sputtered Al-ZnO films, with the rf power on ZnO target fixed and the power supplied to Al target to be (b) 26 W, (c) 40 W, and (d) 55 W [18] . In these conditions the corresponding theoretical Al atomic ratios [Al/(Al+ Zn) at %] in the co-sputtered ZnO films were evaluated to be (b) 7.5, (c) 10, and (d) 12.5 at % according to the individual deposition rates of the undoped ZnO and metallic Al films. All the SEM images show a grainy morphology. It was found that the grain size decreased as the Al atomic ratio in the co-sputtered film increased, indicating that the grain growth was inhibited by introducing Al into the ZnO matrix. The inhomogeneous wedge-like grains showed an evidence of lateral growth that resulted in the random growth orientation. The evolutions of the grain size and shape observed by FE-SEM coincided with the results derived from the XRD diffraction patterns.
The effects of working pressures on the electronic and optical properties of undoped ZnO films deposited on Si substrates were studied [19] . It is found that the resistivity of the deposited ZnO films decreases with the working pressure, and the resistivity of 4.3 × 10 −3
Ωcm can be obtained without post annealing (Table 1 ). The optical transmittance measurements gave a value above 90% at a wavelength longer than 430 nm and about 80% at the wavelength of 380nm for the deposited film. The time-resolved PL measurement showed that the carrier lifetime increases with the working pressure, indicating a reduction of nonradiative recombination rate. It can be attributed to the decrease of oxygen vacancies in the ZnO films deposited at a higher working pressure. This result is verified by the photoluminescence measurements (Figure 3) , in which the UV PL intensity increases with the working pressure. Besides, with increasing the working pressure, the absorption coefficient decreased and the associated optical energy gap of ZnO thin films increased. The contents of sputtering gas are also important for the deposition, which will be discussed later. Figure 3 . Photoluminescence spectra of ZnO films deposited under various working pressures. Reprinted from [19] with permission. Figure 4 shows the XRD patterns of undoped ZnO and AlN codoped ZnO films, showing the effect of post-annealing [20] . An apparent diffraction peak of ZnO (002) phase was observed in the diffraction pattern of as-deposited undoped ZnO film, while the crystalline structure of as-deposited AlN codoped ZnO film was more disordered, as seen from Figure 4 (a). However both the codoped and undoped ZnO films annealed at 400 °C under nitrogen ambient exhibited polycrystalline structures with the dominated diffraction peaks of ZnO (002) and (101) phases in the diffraction patterns. In addition, except for the ZnO-related diffraction peaks, a weak diffraction peak determined as Zn 3 N 2 (222) was observed from the annealed Al-N codoped ZnO film diffraction pattern. The appearance of the zinc nitride phase was believed to be the nitrification reaction of the excess Zn and N atoms in the codoped films, indicating the excitation of the N ions after thermal annealing. P-type conductive behavior of AlN codoped ZnO was obtained after an additive post-annealing treatment at temperatures ranging from 400-600 °C under nitrogen ambient for 30 min, which will be discussed in Section 5. We have developed a vapor cooling condensation method [39] , with which high quality intrinsic ZnO (i-ZnO) films can be fabricated at low temperature. The schematic vapor cooling condensation system is shown in Figure 5 . and mobility of 2.1 cm 2 /Vs of the deposited i-ZnO film at room temperature were obtained. The room temperature PL spectrum of the resultant i-ZnO film is shown in Figure 6 , which consists of a strong ultraviolet emission band centering at 382 nm with a full width at half maximum of 13 nm. The absence of visible emission implies a very low defect concentration owing to the low temperature growth. The system was also used for n-ZnO films deposition with pure ZnO and In as source materials. The electron concentration and mobility of the deposited ZnO:In films were 1.7 × 10 20 cm −3 and 3.7 cm 2 /Vs, respectively. The PL spectrum of the n-ZnO:In films is also presented in Figure 6 . In order to realize modern devices, modulation of the bandgap of the material is required, which has been demonstrated by the development of Zn 1-x Mg x O [26, [41] [42] [43] and Zn 1-z Be z O [44, 45] alloys for the larger bandgap material and Zn 1-y Cd y O alloy for the smaller bandgap material [46, 47] , showing a wide tuning range for ZnO-based materials. In our lab sol-gel method was used to perform the band gap engineering [37, 38] . Zn 1−x Mg x O (x = 0.027, 0.042, and 0.060) films were prepared by the sol-gel method and spin coating technique, using Zn(CH 3 COO) 2 ·H 2 O and Mg(CH 3 COO) 2 ·H 2 O as start materials and methanol as solvent. After depositing by spin coating, the films were dried at 300 °C for 10 min on a hotplate to evaporate the solvent and remove organic residuals. The procedures from coating to drying were repeated many times. The films were finally annealed in air at 500 °C for 4 h. XRD profiles of the resultant Zn 1−x Mg x O films suggest the formation of wurtzite structure with a preferred c-axis orientation. And no evidence of MgO phase was seen, confirming the monophasic nature of these compositions. Figure 7 is the BEL (Band-edge luminescence) spectra of Zn 1−x Mg x O (x = 0.027, 0.042 and 0.060) films [38] . Obvious blue shift was observed when the content of Mg increased, which resulted from an increasing of the band gap. 
Photoluminescence (PL) of Native Defects in ZnO
The origin of luminescent transitions is always one of central investigation topics for luminescent materials. Large amount of research efforts have been devoted to the luminescence properties of ZnO for more than half a century, including both intrinsic and extrinsic luminescence. However, in comparison with the study on the extrinsic luminescence of ZnO, the exact origin of its intrinsic luminescence due to native defects is still controversial. In this section, we will review the new progress obtained in recent years on the luminescence of native defects in ZnO, especially the progress in theoretical study of the defect states.
A typical low-temperature PL spectrum of the nominally undoped ZnO contains sharp and intense excitonic lines in the UV region of the optical spectrum, with one or more broad bands in the visible region. In spite of numerous reports on red, orange, yellow, and green broad bands, observed mostly at room temperature, their likely geneses are still speculative at this time. These bands are attributed to a variety of native defects such as oxygen vacancies V O , zinc vacancies V Zn , and oxygen interstitials O i , but very little is known about the properties of defects that cause various bands in the luminescence of undoped ZnO.
For example, the well-known green luminescence (GL) band centering at about 2.5 eV in undoped ZnO usually dominates the defect-related part of the PL spectrum. However, the nature of it remained controversial for decades. Özgür et al. [1] pointed out that while similar in position and width, these PL bands may actually be of different origins: the GL band with a characteristic fine structure is most likely related to the copper impurities [48] , whereas the structureless GL band with nearly the same position and width may be related to native point defects such as V O or V Zn . Meanwhile, some works [49] [50] [51] [52] speculated the oxygen vacancies, some works [53, 54] speculated the zinc vacancies cause the GL band.
Especially Leiter et al. [55, 56] have identified V O as the defect responsible for the structureless GL band in ZnO and demonstrated striking similarities of this defect to the anion vacancy in other ionic host crystals: BaO, SrO, CaO, and MgO (F centers). In their model the two-electron ground state of the neutral V O is a diamagnetic singlet state, absorption of a photon transforms the system into a singlet excited state, followed by a nonradiative relaxation into the emissive, paramagnetic state (S=1) which can be detected by ODMR, then the optical cycle is closed by radiative recombination back to the S = 0 ground state. In a recent work [57] The GL bands were often found in observed PL spectra of samples prepared in our lab and they usually were attributed to oxygen vacancy defects. For example, a green-band emission was observed both for the undoped ZnO film and the p-type AlN codoped ZnO films [58] , and the intensities were smaller for the latter, which implies that less oxygen vacancies existed in them. However, in a work on ZnO-on-GaN heterostructures grown using the vapor cooling condensation system [39] , compared to undoped ZnO, a remarkable broad green emission band in ZnO:In films was observed, and it was considered to be induced by the oxygen vacancies. Moreover, in our work on ultraviolet (UV) emission of In-doped ZnO nanodisks grown by carbothermal reduction at 1000 °C [59] , air-cooled ZnO nanodisks showed a strong green emission, while furnace cooling in conjunction with introducing O 2 , around 1.0%, into flowing Ar during the growth significantly enhanced the growth rate and UV emission of ZnO nanodisks (while the green emission was significantly suppressed). The causes were attributed to the reduction of oxygen vacancies and surface defects. Besides, for the Zn 1−x Mg x O films prepared by the sol-gel technique [38] , a GL was observed and its intensity decreased (while the intensity of the band-edge luminescence was seen to increase) with the increase of Mg content, which was partly attributed to a decrease in the number of V O -related defects.
However, deferent results were also reported. Recently Kappers et al. [60] studied ZnO crystals grown by the seeded chemical vapor transport method. The samples were irradiated at room temperature with 1.5 MeV electrons to create oxygen and zinc vacancies, and then characterized using optical absorption, PL, and electron paramagnetic resonance (EPR). It was found that no correlation existed between the green emission and the presence of oxygen and/or zinc vacancies. Similarly, Vlasenko and Watkins [61] also found that electron irradiation produced O vacancies and other defects in ZnO, leading to a reduction in GL and an increase in PL bands near 600 and 700 nm. These works questioned the assumption that GL is related to V O . In addition, we noticed that the formation energy of zinc vacancies is as high as 4 eV in n-type ZnO [62] , which implies that the concentration of V Zn in ZnO would be too low to cause the observed green band in the PL spectrum. So are the other native defects, for example, zinc interstitials [63] and oxide antisite defects [64, 65] , as have been suggested previously.
Recently, Reshchikov et al. [66] systematically investigated the PL of defects in ZnO. They analyzed carefully the PL spectra obtained in wide ranges of excitation power densities and sample temperatures, as well as the spectra at various time delays after a pulsed excitation. They resolved a number of PL bands in the visible region of the PL spectrum, as seen in Figure 8 and Table 2 (some bands could not be observed at either 10 or 300 K) in which E A is the activation energy, Tcr is the critical temperature above which the quenching begins, both are quantities describing quenching behavior of the PL band. Based on the careful analyses of the spectra they reached the following conclusion. The majority of the defects remained unidentified and transitions responsible for particular bands need to be verified. The most recognizable PL bands are the OL band peaking at 1.96 eV at 10 K (assigned to transitions from shallow donors to a deep acceptor level about 0.5-0.6 eV above the valence band [67] ) and the Cu-related GL4 band with the characteristic fine structure.
Theoretically, there were also some first-principles calculations on electronic structure of defects in ZnO [68, 69] based mainly on the local density functional approximation (LDA) or added with various corrections (LDA+U, LDA/GGA, etc.). However, these works always gave the fundamental band gap value E g < 1 eV (compared to experiment value 3.4 eV) for several tens of years, therefore the defect levels within the gap can only be estimated by means of various empirical correction. Recently, based on the hybrid density functional computation program, a few authors [62, 70, 71] have made ab initio calculation of the band gap, atomic and electronic structure (especially of the defects) for ZnO. Their work gave correct band gap (E g = 3.4 eV), and so the calculated results for defect states and levels within the band gap are much more reliable.
To O (occupying octahedral sites) with q = 0,+1or −1,+2 or −2. As part of the results, their table 1 listed all the calculated single-electronic energy levels (Kohn-Sham levels) at the Gama point of the Brillouin zone within the band gap of a modeling defect-crystal (MDC). In the calculation, they used a 72-atom supercell containing one isolated native defect of above kinds and the atom-configuration was completely relaxed. Their calculation is spin-polarized, namely, the same orbital state with spin-up or spin-down has different energy generally. This is obvious for supercell of odd-number electrons, in which the number of spin-up electrons must be different from the number of spin-down electrons, like the one containing defect with q = +1 or −1, since the exchange potential in Kohn-Sham equation is different for -up or -down single electron. However, for the 0 Zn V -containing MDC here, the calculated result is also spin-polarized. As pointed out by C.H. Patterson [70] , the neutral Zn vacancy contains two "dangling holes". It is noted that the hole-orbitals (unoccupied electron-orbitals) mainly consist of 2p orbitals of the four oxygen atoms around the vacancy. The "total-energy minimization" produces a spin-split single-electron energy level scheme where spin-up levels descend and are totally occupied and only two high-energy spin-down orbitals are left to be empty. Usually each MDC has several defect-states, the number of defect-levels within the band gap and the total number of electrons occupying each level can be different from each other. Therefore, the positions of the Fermi levels and the level-occupation under temperature T = 0 are also different for different MDC.
For the reader's convenience, in Figure 9 we plot an energy level diagram based on the data in Table 1 of their paper [71] . Figure 9 , the arrows "↑", "↓", and "↑↓" standing next to each level indicate that the corresponding levels are "spin up", "spin down", and "spin degeneration", respectively. The double line "═" represents the doubly degenerate orbital. The solid sphere "•" represents an electron that occupies the level beneath it. The figure represents the occupation scheme under the temperature T = 0 for the ground state of the studied system containing the defect presented explicitly at the bottom of the figure As for the relaxation of atomic configuration around defects, they found    0 10% and   2 23% for O V , not very different from the values given above. In their work, the calculation errors due to the spurious electrostatic interactions between defects in these finite-sized supercells were corrected by introducing the energy terms of , , However, it should be pointed out that the above calculation is based on a single electron approximation, in which even roughly from the point of view of Hartree approximation, the Kohn-Sham energy states are states of a single electron moving in an averaged field induced by interaction between electrons in a system. It is often to regard simply an optical transition as a transition of one electron between two Kohn-Sham levels of the system, calculating the difference between these levels as the transition energy. Actually, the optical transition energy of a multi-electron system is the difference of the total energies of the initial and final multi-electron states. The total energy of a multi-electron state contains the interaction between the electrons that occupy different single electron (Kohn-Sham) levels. Therefore the transition energy is generally different from the difference between the (transition-involved) two single electron energy levels within a single set of Kohn-Sham levels. In addition, different states of a multi-electronic system, in general, have different single-electron (Kohn-Sham) energy levels due to the different averaged field. In other words, the energies of all other electrons, and the interaction energy between them, are also changed after the studied one-electron optical transition, especially for transitions between different charge states of a localized multi-electron system as that in the case of defects. Then for properly describing the defect-related optical transition, a so-called optical transition level (see Section 4 for detail), an effective single electron energy level pertinent to the studied defect-related optical transition, has to be introduced into the band energy diagram instead of Kohn-Sham levels. Determination of the transition level is of great interest, but has not yet been systematically calculated as we know. Obviously the expected calculation will greatly push forward the study on the PL of defects in ZnO.
Theoretical Study of Unintentional N-Type Conductivity
The electronic properties of ZnO were traditionally explained by invoking intrinsic defects -the native and unintentionally introduced point defects in the past decades of years. In particular, the frequently observed unintentional n-type conductivity was often attributed to oxygen vacancies [73, 74] . However, previous theoretical works related the defect O V with rather deep levels below CBM [72, 75] , indicating that further exploration of the origin of the unintentional n-type conductivity of ZnO has to be conducted. Recently, the native defects and the hydrogen impurity in ZnO were reinvestigated by Oba et al. [62] , in which they calculated formation energy (total-energy-difference between defect and perfect systems) and the related transition levels for each kind of defects. The results were self-consistent and well consistent with the experimental ones.
Here, we first give a brief introduction to the concept of the transition level. The transition level is related to the total energies of the initial and final defect states of a particular type of transition [76] . As an example, we consider the transition 
From the equation we can get V is only 1.0 eV at the oxygen-poor limit, which is low enough to account for the observed nonstoichiometry: e.g., 190 ppm for the specimen treated at 1373 K.
Oba et al. [62] confirmed that for defect 
The zinc interstitials, Zn i(o) and Zn i(t)
, have transition levels located at 0.05 and 0.1 eV below the CBM, respectively. These levels are regarded here as the transition levels among the three charge states, (2+/+/0), because the difference between the (2+/+) and (+/0) transition levels is comparable to the accuracy of the calculations. The possession of the (2+/+/0) transition levels near the CBM indicates that the zinc interstitials are single or double shallow donors, which is consistent with the experimental report (donor energy: 0.03 eV [77] ). However, in these cases the formation energies are as high as 4 and 5 eV even at the oxygen-poor limit. Therefore, the zinc interstitials are unlikely to form with a substantial concentration in n-type ZnO.
O
Zn also has a high formation energy under n-type conditions. It has a shallow (2+/+/0) transition level and two other levels (4+/3+) and (3+/2+) located below the middle of the band gap.
Under the oxygen-poor condition and for a low Fermi energy, formation energy of O Zn is negative. It is the same for the other donorlike defects. A strong compensation of holes is therefore expected in ZnO grown under oxygen-poor conditions.
For the hydrogen impurity, both H i and H O show (+/0) transition levels locating nearly on the CBM, as reported in all the studies. The formation energies are 1.2 eV or lower, depending on the Fermi energy, which are close to an experimental estimate of 0.8 eV [78] and as low as that of V O at the hydrogen-rich (oxygen-poor) limit. Therefore, their results support the proposed role as a shallow donor for the hydrogen impurity [79] .
Since V Zn has high formation energy (between 3.5 and 7.1 eV), it is not expected to exert significant effects on the composition and carrier concentration, therefore a strong preference for the donorlike defects over acceptorlike V Zn under oxygen-poor conditions is found. This tendency is consistent with experimental observation of the nonstoichiometric and n-type behavior of ZnO, but has not been reproduced by the previous calculations other than applying a posteriori band gap corrections to the LDA/GGA, as suggested in Ref. [75] .
In [80] pointed out that at the defects V O in ZnO can take place a light-induced transition Coulomb potential, which is a delocalized, hydrogen-like shallow state. Consequently, the photoexcited electrons occupy the lower energy PHS (rather than the DLS), thus a conducting configuration constituting n-type PPC is established. This light-induced configuration is metastable against the depopulation of electrons from the PHS into the deep ground state with small d Zn-Zn across an energy barrier. Figure 12 shows the formation energies of the light-induced metastable configuration of , the thermodynamic and optical ones. The former is used for describing thermodynamic equilibrium processes and so is defined as the difference of the total (or formation) energies of two charge states (thermodynamic equilibrium states) of a same kind of defect, which in it's definition are corresponding to the respective relaxed atomic configuration, and mostly have been calculated for ZnO [62] . The latter is used for optical transition, therefore both the total energies of the initial and final defect states are corresponding to the relaxed atomic configuration of the initial state [therefore the absorption 
P-Type Doping
The n-type ZnO is easily achieved even without intentional doping. However, the p-type ZnO is very difficult to prepare due to the compensation effect originating from native defects or background impurities, as well as the limited solubility and inactivation of the acceptor dopants in the ZnO films. Due to the lack of reliable, reproducible and stable p-type ZnO the progress in ZnO-based devices has been limited. Intensive studies are continuously devoted to overcome this bottleneck.
It is well known that the acceptor dopants in ZnO include group-I elements such as Li [83] [84] [85] , Na, and K [86, 87] , group-Ib elements Cu [88] and Ag [89] [90] [91] , and group-V elements such as N, P, As and Sb. Although it is theoretically suggested that group-I elements substituting for Zn possess shallow acceptor levels, it also appears that group-I elements, especially small size impurity such as Li, tend to occupy the interstitial sites (e.g., Li i ) which act as donor defects [92] . Much effort was focused on the controllable doping of group-I elements. Lu et al. [ and a lower resistivity of 1.8 Ωcm. Ag-doped ZnO films were fabricated by PLD [89, 90] and reaction sputtering [91] , using Ag 2 O as the silver dopant, and p-type ZnO could only be obtained within a narrow deposition temperature window. A neutral acceptor bound exciton emission peak of 3.317 eV was observed at 11 K [90] . Recently, several researchers have put efforts into the exploration of p-ZnO film by doping group-V elements as p-type dopants such as N [27, 35, 93] , P [94] [95] [96] As [97] [98] [99] , and Sb [100, 101] . For group-V elements， Park et al. [92] have also given a prediction, by using first-principles pseudopotential method, that P and As are amphoteric: substitutional defects P O and As O are deep acceptors, but due to the size mismatching to O, donor-like antisite defects P Zn and As Zn are more likely to form to avoid the build-up of local strains near the O site. They concluded that among these acceptors nitrogen dopant with a shallow acceptor level is a promising candidate to substitute for oxygen atoms as N O in the ZnO films because of the similar ionic radius and smallest ionization energy.
To date, N-doped ZnO films have been prepared using various deposition methods such as chemical vapor deposition [27, [102] [103] [104] , spray pyrolysis [105] , pulsed-laser deposition [106] , implantation [107] , and sputtering technology [108] [109] [110] using different nitrogen sources such as N 2 , NH 3 , N 2 O, Zn 3 N 2 , and MMH y (monomethyl hydrazine). However, the reliability and reproducibility in obtaining p-type ZnO:N is still controversial. Because of the much higher chemical activity of O compared to that of N, Zn is prone to combine with O rather than N, resulting in the N atoms being difficult to be introduced into ZnO films. To solve this problem, Yamamoto and Yoshida [111] studied the "unipolarity" doping problem in ZnO crystal, based on the results of ab initio electronic band structure calculations and they found that while p-type doping using the N species leads to an increase in Madelung energy n-type doping using Al, Ga or In causes a decrease in Madelung energy. Then they proposed a codoping method, which use simultaneously nitrogen acceptors and reactive III-group donors as dopants complex such as Ga-N, In-N, and Al-N, to increase the solubility of N atoms in the ZnO films and lower the acceptor level in the band gap due to strong interaction between N acceptors and reactive donor codopants. In recent years, p-type ZnO films were comprehensively achieved by using the codoping method [35, [112] [113] [114] [115] [116] [117] [118] [119] . Compared with Ga and In atoms, Al is more suitable as reactive donors for their superior advantages such as low cost and near containment-free material as well as the superior stability for the strong Al-N and Al-O bonds.
In view of the formation of Al-N codoped p-ZnO sensitive to the deposition condition, we proposed a controllable and well-configured rf magnetron co-sputtering method to prepare Al-N codoped ZnO films by using hexagonal ZnO and AlN as targets [20] . The rf magnetron co-sputtering system used in our lab is equipped with a dual rf power supply that generate two different rf powers with synchronized phases, which has been described in Section 2. With this method the doping concentration in the deposited ZnO films could be easily controlled by the co-sputtering rf power on each target. It is found that the measured Al atomic ratio [Al/ (Zn+Al) at %] in the co-sputtered film decreases from 9.22-2.46 at. %, when the rf power supplied on the ZnO target increases from 40 to 410 W and that on AlN target is fixed at 85 W. The measured ratios are much smaller than the value theoretically evaluated from the deposition rates of the two targets, indicating the difficulty of incorporating AlN into ZnO films. The true atomic ratio of nitrogen to aluminum [N/Al in at %] in the AlN-ZnO co-sputtered films as a function of the rf co-sputtering power on the ZnO target is shown in Figure 13 . The N atomic concentrations in these Al-N codoped ZnO films are higher than the Al atomic concentrations, especially for the films prepared at elevated co-sputtering powers on the ZnO target. In spite of the higher ratio [N/Al], as-deposited Al-N codoped ZnO films still show n-type conductive behavior, indicating the inactivity of N acceptor dopants in these Al-N codoped films deposited at room temperature. It is found that only after an adequate post-annealing treatment the N-related acceptor dopants are activated, and the resulting ZnO films exhibit p-type conductive behavior (Table 3 ). Annealing at 300 °C, the Al-N codoped ZnO film performed n-type conduction with a slightly higher electron concentration than the as-deposited film. This indicated that 300 °C was too low to activate the N-related acceptors and more donors were generated. As the annealing temperature reached 400 °C, the annealed Al-N codoped ZnO film with a hole carrier concentration of 5.04 × 10 . This implied that large amounts of N-related acceptors were effectively activated and predominated over the donors in the codoped film under this annealing condition. By further increasing the annealing temperature, more donor-related defects such as V O and V N were prone to be produced, resulting in a decrease in the hole concentration. In addition, the room temperature PL spectrum also showed the features related to the activated N-related acceptors: the 60 meV redshift of the shallow level transition (from 3.07 eV in undoped ZnO film to 3.01 eV) and the suppression of oxygen-related deep level emission (2.11 eV) (Figure 14) . In order to improve the quality of p-type ZnO codoped with AlN and study the function of nitrogen in these films in more detail, we [120] prepared a series of AlN codoped ZnO films using the same radio frequency (rf) magnetron cosputtering system, but under various N 2 /(N 2 + Ar) flow ratios and with lower rf power. The rf powers of AlN and ZnO were fixed at 25 and 100 W, respectively, and the N 2 /(N 2 + Ar) flow ratios of 0%, 4%, 8%, and 12% were used with the total flow rate kept at 50 sccm Then the prepared samples were post-annealed at 400, 450, and 500 °C for 10 min in a N 2 ambient to activate the doping impurities. The electronic properties of samples deposited in various atmospheres and annealed at different temperatures are listed in Table 4 . The highest electron concentration of samples B would be attributed to the effective substitution of Zn sites by Al atoms provided by cosputtering AlN, which also implied that at the deposition condition of B group (under pure Ar ambient) not enough N acceptors were formed. In other words, the formation of Zn-N bonds was not preferential in an insufficient N atmosphere. The sample with a lower annealing temperature of 400 °C in group C exhibited n-type conductive behavior. With the same annealing temperature, the samples in groups D and E, deposited under higher N 2 /(N 2 + Ar) flow ratios, exhibited a high resistivity and ambiguous carrier type. However, with the intermediate post-annealing temperature at 450 °C, the deposited films of groups C, D, and E were converted from n-type into p-type conduction, indicating that the N-related acceptor dopants were activated properly by the annealing treatment at this temperature. The fact that samples D and E deposited under a higher N 2 /(N 2 + Ar) flow ratio have a lower hole concentration was due to the self-compensation induced by the higher (N 2 ) O concentration within ZnO films. Moreover, the phenomenon that the carrier type of samples in C, D, and E, annealed at a higher temperature of 500 °C, changed from p-type to n-type was assumed to the dissociation of Zn-N bonds and the formation of native defects, such as oxygen vacancies. All these suppositions were confirmed by the results of XRD, low temperature PL spectra (LTPL) and time-resolved PL spectra (TRPL) measurements. Figure 15(a) shows the LTPL spectra of undoped and AlN codoped ZnO films post-annealed at 450 °C in UV range. The emission peak at 3.362 and 3.315 eV of sample A and B were assigned as the neutral donor bound exciton (D°X) and donor-acceptor pair (DAP) transition, respectively. A new strong peak at 3.332 eV clearly observed for samples C, D, and E was attributed to the neutral acceptor bound exciton (A°X), while the peak at 3.278 eV was labeled as the recombination emissions of free electron to acceptor hole level (FA) due to the nitrogen in the oxygen site N O . LTPL in deep level emission range of ZnO, AlN-ZnO [N 2 / (N 2 + Ar) = 0%, 4%, 8%, 12%] films annealed at 450 °C are shown in Figure 15(b) . Two emission bands at 2.35 and 1.89 eV, corresponding presumably to oxygen vacancies and oxygen interstitials, respectively, in sample B were weaker than that in sample A, implying less oxygen defects existed in sample B. This fact suggested that the higher electron concentration of sample B (listed in Table 4 ) might be attributed to the substitutional Al atoms on Zn sites instead of oxygen vacancies. Compared to the case of the sample C, more N 2 on O substitution sites (N 2 ) O simultaneously existed in samples D and E, which resulted in the larger lattice constants as identified by the XRD experimental results (not shown here). This was consistent with the fact that samples D and E were deposited under higher N 2 /(N 2 + Ar) flow ratios. Furthermore, the fact that the intensity of 2.35 eV emission band in samples D and E is higher than that in sample C implies more O vacancies existed in samples D and E, which can be tentatively interpreted as the result of compensation for the existence of more (N 2 ) O in the film. Because both O vacancies and (N 2 ) O serve as donors in ZnO film, N acceptors formed in samples D and E were partly compensated by them and resulted in a lower hole concentration as seen in Table 4 . Figure 15(c) is the LTPL spectra of sample C ([N 2 /(N 2 +Ar) = 4%]) annealed at 400, 450, and 500 °C, respectively. The broad blue-green emission band around 2.4-2.8 eV was originated from the deep level caused by the dopant-induced defects. The other broad deep level emission at 2.15 eV was regarded as the oxygen-related emission. As shown in Figure 15(c) , the emission induced by the dopant increased and the oxygen-related emission decreased, when the annealing temperature increased from 400 to 450 °C for sample C. This implies that more nitrogen atoms occupied the oxygen vacancy sites to form N O acceptors, which interprets the stable p-type behavior for the sample in group C annealed at 450 °C. The degradation of the p-type behavior for samples annealed at higher temperatures was attributed to the dissociation of Zn-N bonds and Zn-O bonds. 
The results discussed above lead us to the conclusion that high quality p-type ZnO films can be obtained by co-sputtering of ZnO and AlN under an adequate N 2 /(N 2 + Ar) flow ratio of 4% and post-annealing at 450 °C.
Nanostructured ZnO Materials
It is well known that nanometer semiconductor may have superior optical and electrical properties than bulk crystals owing to quantum confinement effects. Great efforts have been devoted to the nano-science and technology in the world. Nanostructured ZnO is also a hot topic in the research community, especially one-dimentional (1D) ZnO nanostructures. Large amount of research reports on 1D nanostructured ZnO of different shapes have been published and comprehensively reviewed [121] . Here we will not review all the aspects of the attracting field but just focus on limited topics. Many methods have been used to obtain ZnO Nanowires or nanorods. For example, Lee et al. [122] have used MOCVD to grow well-aligned, single-crystalline ZnO nanowires on GaAs substrates. Yuan et al. [123] reported that well-aligned ZnO nanowire (NW) arrays with durable and reproducible p-type conductivity were synthesized on sapphire substrates via vapor-liquid-solid growth by using N 2 O as a dopant source. Low-temperature growth routes for ZnO nanorods have also been reported [124, 125] . 2D ZnO nanostructures have large surface area and thus are suitable for potential applications in nanoscale optoelectronics, sensors, dye-sensitized solar cells, and light emitters etc.
In our lab, several deposition methods have been used to grow nanostructured ZnO layers, such as low pressure vapor phase transport process [126] , carbothermal reduction, deposition using vapor cooling condensation through porous Al template, and hydrothermal method.
We fabricated In-doped ZnO nanodisks ( Figure 16 ) by carbothermal reduction [59] , and found that the In doping seems to increase the activation energy required for the growth unit joining with the (0002) surface, resulting in the suppression of the growth along the [0001] direction. But the air-cooled (cooled in air after growth by taking the samples off the furnace) ZnO nanodisks showed a very strong green emission, which can be attributed to the defects produced by In doping. However, furnace cooling (naturally cooled to room temperature in the furnace) in conjunction with introducing O 2 , around 1.0%, into flowing Ar during growth significantly enhanced the growth rate and UV emission of ZnO nanodisks, while the green emission was significantly suppressed when the oxygen concentration was increased from 0.5 to 1%. The latter can be attributed to the reduction of oxygen vacancies and surface defects in ZnO nanodisks. It is noticed that when the oxygen concentration was increased to 10%, the intensity of UV emission was considerably reduced. It is conceived that at a higher oxygen partial pressure many Zn vacancies may form in the ZnO nanodisks, resulting in suppression of UV emission.
ZnO nanorod arrays with different densities and sizes were also fabricated by using a chemical vapor transport process in our lab [31] . The source material, Zn powder (purity 99.5%), was placed at the sealed end of quartz tube in a furnace. The system was maintained at a pressure of about 30 Torr. Argon gas was used as the carrier gas with a constant flow rate of 200 sccm. Oxygen gas with 30 sccm flow rate was introduced into the furnace at 450 °C. Samples A, B, C, and D were placed at ~13, 18, 23, and 28 cm from the center of furnace with their temperatures being ~640, 630, 560, and 470 °C, respectively. The Zn source was maintained at 650 °C for 30 min. Then the furnace was cooled down to room temperature naturally. The growth mechanism of nanorod array was analyzed. In brief, the population of ZnO nanorods was controlled by the secondary growth of nanorods on the tips of primarily grown pyramids. The hexagonal prisms and consequent pyramids are attributed to the difference in the growth rate of different crystal planes. The overgrowth of ZnO nanorods on the micropyramidal tips is due to the orientation adhesion. The density and size of these nanorods are influenced by the difference of saturation pressure at different temperature and the transport of source material by the carrying gas. The dense nanorods with small size exhibited excellent field emission properties.
We also fabricated vertically well-aligned ZnO nanowires by spin-on-glass technology on ZnO:Ga/glass templates [127] , which has been used for constructing photodetectors.
In addition to the preparation of the nanostrutured ZnO, their optical properties are another important issue to be exploited. Generally the optical properties of nanostructured semiconductors depend strongly on their size and shape [128] , which is a crucial issue in nanophysics due to their role in carrier relaxation [129] and very important for many applications such as single photon source [130] and high frequency acoustic emitter etc [131] . For example, Fonoberov et al. studied theoretically the optical properties of zero-dimensional ZnO nanostructures or quantum dots (QDs). They found that depending on the fabrication technique and ZnO QD surface quality, the origin of UV photoluminescence in ZnO QDs with diameters from 2-6 nm was due to the recombination of either confined excitons or surface-bound ionized acceptor-exciton complexes. In the latter case the Stokes shift of about 100-200 meV was observed in the photoluminescence spectrum. They also found that the radiative lifetime of the confined exciton and that of the ionized donor-exciton complex were almost the same. The lifetimes in both cases decreased with QD size and were about an order of magnitude less (for QD of radius R~2 nm) than the bulk exciton lifetime. For the QD with diameter 5 nm the lifetime of 38 ps was obtained, in agreement with the conclusion of Bahnemann et al. [132] . This is beneficial for optoelectronic device applications. On the other hand, the radiative lifetime of the ionized acceptor-exciton complex increased with QD size very fast, particularly for QD of R~2 nm, the lifetime was about two orders of magnitude larger than the bulk exciton lifetime. Thereby they proposed to use the exciton radiative lifetime as a probe of the exciton localization. Laser action from nanostructured ZnO is another interesting topic that has been studied widely. As an example, X.H. Han et al. [133] demonstrated the lasing from high density well-aligned ZnO nanorod arrays synthesized by an improved vapor transport method on ZnO thin films. Short wavelength luminescence of nanostructured ZnO is of great interest due to its potential optoelectronic application. Because of its fundamental importance we studied exciton related interaction in the ZnO nanostructure. We successfully fabricated high quality ZnO nanowires with a diameter of about 70 nm and 1000 nm in length on Si (100) substrates by a low pressure vapor phase transport process [127] , and then studied the free excitonic transition in individual ZnO nanowires. Figure 18(a) shows the PL spectrum of ZnO nanowires measured at 10 K, in which strong near-band-edge (NBE) emission peaks are observed, and deep level visible emissions relating to structural defects are almost negligible. This fact suggests a low defect density for the as-grown nanowires. The clear observation of the FX peak (at 3.375 eV), the neutral-donor bound exciton (D Reprinted from Ref. [126] with permission.
ZnO Based Light Emitting Diodes
Due to the progress in preparation of ZnO materials, especially p-ZnO materials, more research efforts have been devoted to the exploration of various ZnO-based short wavelength light-emitting diodes. The progress in the aspect goes ahead continuously and new improvements have been demonstrated in recent years, as summarized in a recent publication [134] .
Firstly, the exploration of ZnO p-n homojunction LEDs is still an attractive research topic. The progress achieved in this direction is closely related to the improvement in preparation of p-type ZnO materials. It is not difficult to list a few newly reported examples of ZnO p-n junction LEDs, where p-ZnO was obtained by using different dopants, such as NO [135] , N 2 O [136] , N 2 -O 2 [137] , N-Al [138] , N-In [139] , and Sb [101] . Various deposition methods, including plasma-assisted molecular beam epitaxy, dc reactive magnetron sputtering, MOCVD, ultrasonic spray pyrolysis and so on were used to deposit the ZnO layers. In most cases, the resulting ZnO p-n junction LEDs emitted blue-violet electroluminescence under forward bias at low temperature, which was attributed to donor-acceptor pair recombination in p-ZnO. Some works also reported the emission from deep defect levels. It is noted that device performance improved, but the EL was still quenched substantially at room temperature. This can be ascribed to the imperfection of the p-ZnO.
In view of the fact that the high quality p-ZnO is still not available, many efforts have continuously focused on an alternative type of device structures, the n-ZnO based heterojunction (e.g., [140] ), in which the active n-ZnO layer is deposited on other p-type materials to form n-ZnO based p-n junction LEDs.
Rogers et al. [141] fabricated a n-ZnO/ p-GaN:Mg heterojunction LED on c-Al 2 O 3 substrates using pulsed laser deposition for the ZnO and metal organic chemical vapor deposition for the GaN:Mg. Room temperature electroluminescence of the LED showed an emission peaked at 375 nm, the same as the photoluminescence of the ZnO layer, indicative of a near band edge excitonic emission. Over the injection current range from 500-875 mA the light-current (L-I) characteristic of spectral intensity versus current appears fairly linear.
Long et al. [142] reported that ultraviolet light-emitting diodes based on ZnO/NiO heterojunctions were fabricated on commercially available n + -GaN/sapphire substrates using a radio frequency magnetron sputtering system. Near band edge emission of ZnO peaking at 370 nm was achieved at room temperature when the devices were under sufficient forward bias. It is also demonstrated that the device performance was improved by inserting an electron blocking i-Mg 1−x Zn x O (0 < x < 1) layer.
Titkov, Delimova et al. [143] demonstrated white electroluminescence (EL) from ZnO/GaN structures fabricated by pulsed laser deposition of ZnO:In onto MOCVD-grown GaN:Mg/GaN structures on Al 2 O 3 substrates. The white EL was produced by superposition of two strongest emission lines, a narrow blue line at 440 nm and a broad yellow band around 550 nm, which was attributed to the high density of structural defects at the n-ZnO/p-GaN interface.
Bayram et al. [144] reported a hybrid green light-emitting diode comprised of n-ZnO/ (InGaN/GaN) multi-quantum-wells/p-GaN, which was grown on semi-insulating AlN/sapphire using pulsed laser deposition for the n-ZnO and metal organic chemical vapor deposition for the other layers. LEDs showed a turn-on voltage of 2.5 V and a room temperature EL centered at 510 nm.
Besides the development of various device structures, the surface passivation was also used to improve the performance of the devices. For example, Yu-Lin Wang et al. [145] investigated the passivation effects of PECVD-deposited SiO 2 and SiN x on ZnO-based heterojunction p-i-n LEDs.
In recent years, p-ZnO has also been used to construct hetrostructure LEDs in combination with other materials. However, many of the devices yield deep-level related emissions with none or small UV emissions. Mandalapu et al. [146] reported the Sb-doped p-ZnO/n-Si heterojunction diode fabricated by MBE. Near-band edge and deep-level emissions were observed from the LED devices at both low temperatures and room temperature, which is due to band-to-band and band-to-deep level radiative recombination in ZnO, respectively. Different devices of complex structure have been reported. Kim et al. [147] fabricated ZnO-based LEDs using ZnO:P/Zn 0.9 Mg 0.1 O/ZnO/Zn 0.9 Mg 0.1 O/ZnO:Ga p-i-n heterostructures, which showed EL coming from deep level emission at low forward bias and near band edge ultraviolet emission at high bias. Ryu et al. [45] fabricated ZnO-based ultraviolet LEDs comprised of a ZnO/BeZnO MQW active layer between n-type and p-type ZnO and Be 0.3 Zn 0.7 O layers. Arsenic and gallium were used as dopants for p-type and n-type layers. The EL emission was attributed to the active layer. This kind of device structure was also used for laser diode [148] . The lasing mechanism is inelastic exciton-exciton collision. Chu et al. [149] also reported ZnO based quantum well diode lasers, where Sb-doped p-type ZnO/Ga-doped n-type ZnO with an MgZnO/ZnO/MgZnO quantum well embedded in the junction was grown on Si by molecular beam epitaxy. The diodes emit lasing at room temperature with a very low threshold injection current density of 10 A/cm 2 . The lasing mechanism is exciton-related recombination.
In addition, ZnO based LEDs and laser diodes of MIS or MOS structure were also demonstrated, for example, a MIS structure LED [150] , and the electrically pumped UV random lasing in the c-axis oriented ZnO-based MOS (Au/SiO x (x < 2) /ZnO) device [151] .
Finally, it should be of interest to mention the progress in nanostructured ZnO LEDs. Yang et al. [152] demonstrated efficient UV and red EL at room temperature from ZnO nanorod array light-emitting diodes, where the p-type ZnO was formed by As + ion implantation into the as-grown ZnO nanorods. Jeong et al. [153] reported ZnO nanowire-array-embedded n-ZnO/p-GaN heterojunction light-emitting diodes, showing electroluminescence emission of the wavelength of 386 nm come out from ZnO nanowire. Bao et al. [154] constructed a single nanowire light-emitting diode. A hybrid light-emitting p-n junction diode has been produced using ZnO nanorods as the n-type material [155] . Zimmler et al. [156] recently fabricated ZnO nanowire LEDs on a heavily doped p-type silicon substrate (Figure 19 ). The electroluminescence of the single wire LED was attributed to bound-and free-exciton related recombination, together with their LO phonon replicas. The random lasing action was also demonstrated by Leong and Yu [157] in p-SiC(4H)/i-ZnO-SiO 2 nanocomposite/n-ZnO:Al heterojunction (p-i-n) laser diodes. The intrinsic layer, inserted between the n-and p-injection layers, consisted of ZnO powder embedded in a SiO 2 matrix, prepared by the sol-gel technique. The lasing was due to the ZnO clusters.
It is noted from the above discussion that defects in ZnO, including undoped, manifest itself frequently in the luminescence. In order to fabricate ZnO based UV LED, ZnO of very few deep level defects has to be used for device fabrication. We have discussed above that the vapor cooling condensation method can deposit ZnO layer with much less oxygen vacancies. Using the method to deposit both doped and undoped ZnO layers, we have developed two kinds of n-ZnO based hybrid LEDs: the p-GaN/n-ZnO:In (p-n) and p-GaN/i-ZnO/n-ZnO:In (p-i-n) heterojunction light-emitting diodes [39] . The structures of both types of diodes are shown schematically in Figure 20 .
The room temperature current-voltage characteristics clearly demonstrated a rectifying diodelike behavior for both devices. The EL spectra of the fabricated p-n and p-i-n devices under forward bias are shown in Figure 21 The EL spectrum of p-GaN/n-ZnO:In heterojunction LED consists of a broad emission band at 432 nm, which is attributed to the transition from the conduction band to the acceptor level in the Mg doped p-GaN when electrons are injected from the n-ZnO:In into the Mg-doped p-GaN. It is interesting that the EL spectrum of p-i-n device showed a pure UV band at 385 nm, which is consistent with the PL spectrum of the ZnO layer deposited with the vapor cooling condensation method. It indicates that the EL emission of the p-i-n LEDs comes from ZnO layer of the heterostructure, the undoped i-ZnO layer inserted between n-ZnO:In and p-GaN. It is due to the fact that the holes from p-GaN and electrons from n-ZnO:In are injected into the i-ZnO layer and radiatively recombined there. It is clear that the UV EL of thus developed p-i-n heterostructure is closely related to the fact that the inserted i-ZnO layer, deposited by the vapor cooling condensation method, has much less luminescent defects. It is also worth while to point out that the developed p-i-n LED is of potential applications in UV LEDs for high-temperature operation. [39] Figure 20. Schematic of hybrid (a). p-n and (b). p-i-n heterojunction LEDs. Reprinted from Ref. [39] with permission. Figure 21 . The room-temperature EL spectra of the p-n and p-i-n. Reprinted from Ref. [39] with permission.
In a recent investigation, we succeeded in fabricating purely ZnO based p-i-n UV LEDs [158] . Figure 22 shows the schematic diagram of the fabricated p-ZnO:AlN/i-ZnO/n-ZnO:In LED. The AlN codoped p-ZnO layer was deposited on sapphire substrates by using the radio frequency (RF) magnetron co-sputtering system with a dual RF power supply. The i-ZnO and n-type ZnO:In films were fabricated by the vapor cooling condensation method. The resultant LEDs showed a UV EL peaked at ~3.2 eV, operated under different injection currents at room temperature as shown in Figure 23 . The observed EL band was also attributed to the radiative recombination in the i-ZnO layer where the deep-level defects were very few as demonstrated previously. We also succeeded in fabricating ZnO nanorod-based heterostructured ultraviolet LEDs [159] . Figure 24 shows the schematic of the built p-GaN layer/i-ZnO nanorod array/n-ZnO:In nanorod array heterostructured LEDs. Both i-ZnO and n-ZnO:In nanorod arrays in the structure were grown on a p-GaN layer through an anodic alumina membrane (AAM) template using the vapor cooling condensation method. Figure 25 shows the room temperature EL spectra of the ZnO nanorod based p-i-n heterostructured LEDs operated at 15 A and 35 A. In particular, the p-i-n devices exhibit a UV EL emission centering at 386 nm, which becomes dominant emission at higher injection current of 35 A. This UV band is attributed to the near-band-edge emission of the i-ZnO nanorod array of the p-i-n structure. Nanostructure can also been used to improve the light extraction efficiency. In a recent work of our laboratory [160] , Al-doped ZnO (AZO) films with Al nano clusters embedded were deposited by magnetron co-sputtering system, serving as the transparent conductive layer (to replace ITO film) of GaN-based light-emitting diodes, as shown schematically in Figure 26 . The fabricated LEDs with AZO film prepared at a higher DC Al co-sputtering power (10 W) show an increase of 20% in the light output power compared to the conventional LEDs, which is 10% more than that of LEDs with AZO prepared at Al co-sputtering power of 7 W. The extra increase in the light output power was attributed to the formation of Al nanoclusters in AZO under higher Al sputtering power, which scattered the emitted light outward and hence increased the light extraction ( Figure 27 ). 
Summary
ZnO related materials have been attracting intensive investigation due to inherent advantages and potential applications. In this paper, the recent progress on some aspects of the active research field, related to applications for the light-emitting diodes, has been reviewed in combination with the works carried out in our lab. One can feel that great progress has continuously been achieved, but there is still a long way to go for realizing extensive practical applications. Further efforts should be continued in various aspects of investigation for reaching the final goal. 
